TABLE 3.3

SCHEDULE C — INSPECTION ANNUALLY

* An asterisk indicates that the criteria include U.S. FHWA requirements

Section Chassis Condition/Defect Maintenance 4
No. Component (Inspect for) Recommended X
(as required)
3.3.1.1C Structure, * Cracked, missing or loose parts or fasteners Repair / replace
all mainframe
components * Badly distorted or sagging components Repair / replace
Broken welds; advanced corrosion Repair / replace
3.3.1.2C Front bolster, Flange cracked, cut or torn Repair / replace
bolster gussets
Deformation affecting securement Repair / replace
Connection to main frame: cracked or broken welds Repair / replace
3.3.1.3C  King pin Crack, chip, bend or distortion which affects normal Repair / replace
operation
Movement in any direction Replace
Unusual wear which impedes operation Replace
3.3.1.4C  Rear bolster, Flange cracked, cut or torn Repair / replace
bolster gussets
Deformation impairing securement or touching Repair / replace
tires or springs
Connection to main frame: cracked or broken welds Repair / replace
Operation of locks impaired Repair / lubricate
3.3.1.5C  ICC(DOT) bumper Deformation over 2 in (50 mm) outside original Repair / replace
bumper location or touching tires or springs
Missing or partially removed Repair / replace
Cut component, cracked or broken welds Repair / replace
3.3.1.6C  Intermediate and  Flange cracked, cut or torn Repair / replace
auxiliary bolsters
and locks Connection to main frame: cracked or broken welds Repair / replace
Operation of locks impaired Rebair/ lubricate
3.3.1.7C  Upper coupler Cracked or torn components; cracked, cut or broken Repair
welds, and/or king pin cannot engage
Excessive dishing that impedes/prohibits king pin Repair / replace /
engagement lubricate
Blockage of drain holes Clean
3.3.1.8C  Crossmembers Cutor torn Repair
* Cracked or broken weld Repair
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