TABLE 3.2

SCHEDULE B — INSPECTION

Before Use/Monthly

Section Chassis Condition/Defect Recommended v
No. Component (Inspect for) Maintenance X
(as required)
3.2.1.1B  Structure, all Cracked, missing or loose parts or fasteners Repair / replace
mainframe .
components Badly distorted or sagging components Repair / replace
Broken welds; advanced corrosion Repair / replace
3.2.1.2B  Front bolster, Flange cracked, cut or torn Repair / replace
bolster gussets
Deformation impairing securement Repair / replace
Connection to main frame: cracked or broken welds Repair / replace
3.2.1.3B King pin Crack, chip, bend or distortion which affects normal Replace
operation
Movement in any direction . Replace
Unusual wear which impedes operation Replace
3.2.1.4B Rear bolster, bolster Flange cracked, cut or torn Repair
gussets . .
Deformation impairing securement or touching tires Repair / replace
or springs
Connection to main frame: cracked or broken welds Repair / replace
Operation of locks impaired Repair / lubricate
3.21.5B  ICC(DOT) bumper Deformation over 2 in (50 mm) outside original Repair / replace
bumper location or touching tires or springs
Missing or partially removed Repair / replace
Cut component, cracked or broken welds Repair / replace
3.2.1.6B  Intermediate and  Flange cracked, cut or torn Repair / replace
auxiliary bolsters ]
and Jocks Connection to main frame: cracked or broken welds Repair / replace
Operation of locks impaired Repair / lubricate
3.2.1.7B  Crossmembers Cut or torn Repair
Cracked or broken weld Repair
Any deformation such as bend, bow, dent, etc. If more than 2 in
(50 mm) in any dir-
ection or if distor-
tion impairs secure-
ment of container to
chassis, repair
3.2.1.8B  Frameand cross-  Cracks in landing gear braces Repair/ replace

members aft of
landing gear

Cracked or broken welds attaching spring
hangers and landing gear mounting bracket
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Repair / replace
















